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The sample data comes from the laboratory environment and is only for reference. If your company needs the latest data or has special needs, please contact Boye hydraulic engineer.

BYC6

BYC06-16-02L

technical parameter
    Ambienttemperature ℃ -25 ～ 50     Degree of protection IP67

    Voltage fluctuation range % 85 ～ 110     Power on duration % 100

    Rated power W 25     Insulation class H（180）

DC 24V
AC 220V

DC 24V
AC 220VBYC06-17-01W

technical parameter
    Ambienttemperature ℃ -25 ～ 50     Degree of protection IP67

    Voltage fluctuation range % 85 ～ 110     Power on duration % 100

    Rated power W 25     Insulation class H（180）
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BYC-027-01

封装体组件

S A0 1.5:1

技术要求

A B

1. 表面光洁，无缺陷
2. 序3的4脚扣压成型，整体牢固
3. 能承受工频耐压1000V 1min，
    无击穿和闪络现象
4. 未注公差按IT13

180329

BYC-027-01

宁波镇海搏业
液压机电有限公司

48906563
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BYC-027-08

BYC-027-02

BYC-027-05

导磁板

封装体

外壳

1

1

1

Q235A 冷轧板

ST14 冷轧板

3.2
全部

标记

日期

批准

标准化设计

处数 日期

工艺

更改文件号

审核

签  名

图样标记 版本 比例

第     张 共    张

序号 代　　号 名　　称 数量 材　料 备　注

Other can be customized

Other can be customized

Coil for cartridge valve


